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All vessels (containers) which have or in which my be built up a pressure
higher than 0.7 atmospberes are subject to the conditions of the present
regulations with the following exceptions:

(a) Stesm boilers, furmace flues, super-heaters and economisers, which are
subject to special rules;

(b) Beating boilers, which ere asubject to special rules and steam and

(o)

water heating instruments;
Vessels (containers) im which the pressurs cammot exseed 0.7 at-
noepheres;
(d) Vessels (containers) operating under vaeuum. =
A newly iastalled vesssl may be set into sotion only after euthorisation to
u»mma&mmmmmzhaﬂn o

order to cbtaia this suthorisation the vessel must first be
ﬂﬁtht-oethdmmmnmtitmhimm.

&m:mtm of & vessel (comtainer) must be accompanied by

(s) The log book (passport)

{v) BDluepriat of the vessel, in two ocopies;

{e) Wummmw&wmmnugzeum
develope; ’ :

{a) A schematic sketoh of the area where the vessel {s scheduled o be
isstalled : -

I the vesssl (ocmtaimer Ssswbled by mesas of weldiag the following
au-uoét-mcuz:u: 4 s °
]
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(a) Results of test on fused metal together with an indication of the welding method

used;
(b) Resulis with specimens of welding joints cut from test plates and welded
similtaneously with the making of the vessel;

(c) Mame of the welder, number and date of his work certificate;

(d) Pesults of X-Ray examination (findings of the plant laboretory on results of the
X-ray exanimation);

(o) Results of mtallogrephic snalysis of seams if such an apalysis was made;
(f) Aspect of thermal treatment (normslization or tempering);
(g) Results of hydraulic test at- the msmufacturing plant.

When the vessel is transferred to another enterprise , the log brok (passport) mst
acoompany it. -

Every vessel shich is subject to coutrol by-the present regulations, whether it is in
motion oontimuously or whether it operates only periocdically, must be subjected to a
complete techniosl examimation when 1t is installed, re-arranged or changed materially
from its origioal design until the time it is set in motion, but it must also be
mi“f.:-;d to a periodical technical exsmimation carried out by the Inspection of the

External inspection is made not lass thun once a year without stopping the vessgel's
operation and without notification of the managemsnt of the enterprise which owns the
vessel as 10 the time the inspection will be made.

The hydreulic test with the necessary internal inspection (if tne latter is feagible
in line with the design of the vessel) iz made not less than once every six years.

The intermal inspection is made not less than once every three years. If intermal
inspection is not feasible due to the design of the vessel this inspection must be
digscarded in favor of a hydraulic test.

The day for the hydrsulic test and the internal inspection of the vessel is fixed by

the management of the enterprise in coordimation with the tion of the Register.

For this the vessel must be siut off not later than time get for it by

the book. -_ngh—nt of the enterprise mist notify the Inspection Office of the

N thwt' e preparation of the vessel for inspection not later than 10 days
efore .

If the mwdmmaiuwmhllwo for the inspection on
the date agreed upon, the wanagement of the enterprise, on its own responsibility,
grants the right to ite technioal staff to inspect the vessel in eccordence with
applicable regulaticas. -

After this test the management of the enterprice may go ahead and set the veesel in
motion. The regults of the tion resumption of operation of the vessel are
noted in the vessel's log book (passport) and signed by the persons the
dv:lc:;l. Aomctt&moﬂhm_tothimtimo“icoottbmmutbout

A vessel set in mtion under these oircumstances is subject to examisation by the
Inspector of the Registry not later than one year from the date it was set in motion
Mthhtootthuuﬂntmumbyﬂnmueoardmtionviththo-uge-
ment of the enterprise. .

The following rules apply when the vessel is mubject t0 a hydreulic test:

(s) The hydreulic test of the vesssl mist be made under a pressure exceeding
the warking pressure one and & half times, but mot less than for one
e H

{3) The preesure \o which tbe vessel is subjected during the test is geuged by the
control maomster which rust be supplied by the person who is in charge of the
insprotion; - )

(c) The powp for the Mydremlie test must be cupplied by the cumer of the veesel;

(d) The tes’ pressure is mintained for five mimmtes after which time it is lowered
to the NofmAl cperating pressure at which emamimatiom of the vessel is made.
in osse it should be 0ONSIdered aecessiry, test pressure may de produced agein.

The ariatures of the vessel are subjested 10 ¢ hydreulie test st the ssme time as the

The vessel is comsiderec as having paased the hydreulis tests if iu it:

(a) ¥o evidemee of & rupture is chewm;
o o
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{®) uﬁmmciuhg (mmm (n;-u? in riveted sosms are
(o) b:-u-n Mﬁn are i evidense
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